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1-PIECE BALL VALVES
101R / 102R
1-Piece Ball Valve
Reduced Port
316SS / CS x 316SS
Threaded
Size: 1/4” to 2”
Pressure: 800 PSI CWP (101R)

2000 PSI CWP (102R)
Temp: -20oF to 450oF
Options: Locking Device

Reverse Handle (101R)
Mounting Pad (102R)

103R / 104R
1-Piece Ball Valve
Reduced Port
CS / 316SS
Threaded
NPT x FNPT (104R)
Size: 1/4” to 2” (103R)

1/4” to 1/2” (104R)
Pressure: 2000 PSI CWP (103R)

800 PSI CWP (104R)
Temp: -20oF to 450oF

109S
1-Piece Flanged Ball Valve
Standard Port
316SS / CS x 316SS
Flanged
Mounting Pad
Size: 2” to 6”
Pressure: ANSI 150
Temp: -20oF to 420oF

2-PIECE BALL VALVES

201F / 202F
2-Piece Ball Valve
Full Port
316SS / CS x 316SS
Threaded

Locking Device
Size: 1/4” to 3"
Pressure: 2000 PSI CWP (201F)

Temp: -20oF to 420oF
Option:

Mounting Pad

201S
2-Piece Ball Valve
Standard Port
316SS
Threaded

Locking Device
Size: 1/4” to 2"
Pressure: 2000 PSI CWP
Temp: -20oF to 420oF

204F
2-Piece Ball Valve
Full Port
316SS
Threaded
ISO 5211 Direct Mount Pad
Locking Device
Size: 1/4” to 3"
Pressure: 1000 PSI CWP
Temp: -20oF to 420oF

3-PIECE BALL VALVES

209F
2-Piece Flanged Ball Valve
Full Port
316SS / CS x 316SS
Flanged
Mounting Pad
Locking Device
Size: 1/2” to 12”
Pressure: ANSI 150 (1/2" - 12")

Temp: -20oF to 420oF

302F / 304F
3-Piece Ball Valve
Full Port
316SS / CS x 316SS
Threaded, Butt / Socket Weld,

Mounting Pad (302F)
Size: 1/4” to 4”
Pressure: 1000 PSI CWP
Temp: -20oF to 420oF

334
3-Piece Ball Valve
Full or Standard Port
316SS / CS x 316SS
Threaded, Butt / Socket Weld,

ISO 5211 Direct Mount Pad
Locking Device
Size: 1/4” to 2-1/2”
Pressure: 3000 PSI CWP
Temp: -20oF to 550oF

101R

102R

103R

104R

1000 PSI CWP (202F)

Option: Oval Handle

Flanged, Grooved and Tank Bottom

MULTI-PORT BALL VALVES

Reverse or Oval Handle

Mounting Pad

ANSI 300 (1/2" - 6")

Option:

ISO 5211 Direct Mount Pad (304F)
Locking Device

302F

304F

Options: Steam Jacket
Option: Steam Jacket

Flanged and Tank Bottom

Bottom Entry

502S
Diverter Ball Valve
Standard Port
316SS
Threaded
Mounting Pad

Size: 1/2” to 2"
Pressure: 1000 PSI CWP
Temp: -20oF to 420oF
Option:

503 / 514
3-Way Ball Valve
Full or Standard Port
316SS
Threaded
Mounting Pad (503)

Size: 1/4” to 2”
Pressure: 1000 PSI CWP
Temp: -20oF to 420oF

Locking Device

503

514

ISO 5211 Direct Mount Pad (514)
Locking Device (514)

Bottom Entry

364S
Diverter Ball Valve
Standard Port
316SS
Threaded, Butt / Socket Weld
ISO 5211 Direct Mount Pad

Size: 1/4” to 2-1/2"
Pressure: 1000 PSI CWP
Temp: -20oF to 420oF
Option:

Locking Device



1-PIECE BALL VALVES
101R / 102R
1-Piece Ball Valve
Reduced Port
316SS
Threaded
Size: 1/4” to 2”
Pressure: 800 PSI CWP (101R)

Up to 2000 PSI CWP (102R)
Temp: -20oF to 400oF (101R)

Options: See Brochure

103R / 104R
1-Piece Ball Valve
Reduced Port
Carbon Steel (103R)

Threaded
NPT x FNPT (104R)
Size: 1/4” to 2” (103R)

1/4” to 1/2” (104R)
Pressure: 2000 PSI CWP (103R)

800 PSI CWP (104R)
Temp: -20oF to 420oF (103R)

109S
1-Piece Flanged Ball Valve
Standard Port
316SS , Carbon Steel
Flanged
Mounting Pad
Size: 2” to 6”
Pressure: ANSI 150
Temp: -20oF to 420oF

2-PIECE BALL VALVES

201F / 202F
2-Piece Ball Valve
Full Port
316SS, Carbon Steel
Threaded
Locking Device
Size: 1/4” to 3" (201F)

Pressure: Up to 2000 PSI CWP (201F)

Temp: -20oF to 420oF
Options:

201S
2-Piece Ball Valve
Standard Port
316SS
Threaded
Locking Device
Size: 1/4” to 2"
Pressure: Up to 2000 PSI CWP
Temp: -20oF to 420oF

204F
2-Piece Ball Valve
Full Port
316SS
Threaded
ISO 5211 Direct Mount Pad
Locking Device
Size: 1/4” to 3"
Pressure: Up to 1000 PSI CWP
Temp: -20oF to 420oF

3-PIECE BALL VALVES

209F
2-Piece Flanged Ball Valve
Full Port
316SS , Carbon Steel
Flanged
Mounting Pad
Locking Device
Size: 1/2” to 12”
Pressure: ANSI 150 (1/2" - 12")

Temp: -20oF to 420oF

302F / 304F
3-Piece Ball Valve
Full Port
316SS, Carbon Steel (302F)
316SS, 316SS x Carbon Steel (304F)

Size: 1/4” to 3” (302F)

Pressure: 1000 PSI CWP
Temp: -20oF to 420oF

334
3-Piece Ball Valve
Full or Standard Port
316SS, Carbon Steel
Various End Connections
ISO 5211 Direct Mount Pad
Locking Device
Size: 1/4” to 2-1/2”
Pressure: Up to 3000 PSI CWP
Temp: -20oF to 550oF

101R

102R

103R

104R

Up to 1000 PSI CWP (202F)

Options: See Brochure

Various End Connections

MULTI-PORT BALL VALVES

See Brochures

ANSI 300 (1/2" - 10")

Options: See Brochure

ISO 5211 Direct Mount Pad (304F)
Locking Device

302F

304F

Options: See Brochure
Options: See Brochure

502S
Diverter Ball Valve
Standard Port
316SS
Side or Bottom Entry
Threaded

Size: 1/2” to 2"
Pressure: 1000 PSI CWP
Temp: -20oF to 420oF

503 / 514
3-Way Ball Valve
Full or Standard Port
316SS
Threaded

Size: 1/4” to 2”
Pressure: 1000 PSI CWP
Temp: -20oF to 420oF

Locking Device

503

514

ISO 5211 Direct Mount Pad (514)
Locking Device (514)

See Brochure

364S
Diverter Ball Valve
Standard Port
316SS

Various End Connections
ISO 5211 Direct Mount Pad

Size: 1/4” to 2-1/2"
Pressure: 1000 PSI CWP
Temp: -20oF to 420oF
Options:

Locking Device

Options: See Brochure

1/4” to 2" (202F)

Side or Bottom Entry

316SS (104R)

-20oF to 400oF (104R)

1/4” to 4” (304F)

-20oF to 420oF (102R)



SANITARY VALVES

367F
3-Piece Diverter Ball Valve
Full Port
316SS

Clamp

Size: 1/2” to 4”
Pressure: 1000 PSI CWP
Temp: -20oF to 400oF (PTFE)

507F
3/4/5-Way Sanitary Ball Valve

316SS / 316L SS
Side or Bottom Entry

Size: 1/2” to 4”
Pressure: 1000 PSI CWP
Temp: -20oF to 400oF

707 / 717
Sanitary Butterfly Valve
304SS (707)

Clamp, Tube Butt Weld
Size: 1” to 4”
Pressure: Up to 150 PSI CWP
Temp: -60oF to 400oF
Options: See Brochure

905 / 907
Gate Valve / Globe Valve
316SS
Threaded
Size: 1/2” to 2”
Pressure: 200 PSI CWP
Temp: -20oF to 400oF

908
Needle Valve
316SS / CS
Threaded
Size: 1/4” to 1”
Pressure: 6000 PSI CWP
Temp: -20oF to 400oF

904 / 906
Y-Strainer / Swing Check Valve
SS316
Threaded
Size: 1/2” to 2” (904)

Pressure: 800 PSI CWP (904)

Temp: -20oF to 400oF

OTHER STANDARD PRODUCTS

Due to continuous product development, information may change without notice.

1/2” to 2” (906)

200 PSI CWP (906)

904

906

Options: See Brochure

905

907

ISO 5211 Direct Mount Pad
Locking Device

Full Port

Various End Connections
Mounting Pad

Options: See Brochure

509F
3/4/5-Way Flanged Ball Valve
Full Port

Flanged

Size: 1/2" to 6"
Pressure: ANSI 150 / 300
Temp: -20oF to 420oF

Mounting Pad

316SS 

Options: See Brochure

317F
3-Piece Sanitary Ball Valve
Tube Full Port
316SS / 316L SS
Various End Connections
Locking Device
Size: 1/4” to 6"
Pressure: 1000 PSI CWP
Temp: -20oF to 400oF (PTFE)
Options: See Brochure

Options: See Brochure

337F
3-Piece Sanitary Ball Valve
Tube Full Port
316L SS
Various End Connections

Locking Device
Size: 1/4” to 4”
Pressure: 1000 PSI CWP
Temp: -20oF to 420oF (TFM)

ISO 5211 Direct Mount Pad

505F
3/4/5-Way Ball Valve
Full Port

Side or Bottom Entry

Size: 1/4" to 4"
Pressure: Up to 1000 PSI CWP
Temp: -20oF to 420oF
Options: See Brochure

Mounting Pad

316SS

Various End Connections

Side or Bottom Entry

316SS (717)
Side or Bottom Entry

Air Safety Exhaust Compression Steam Jacket Tank Bottom Diverter




